
ANNEX II + III:
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title: Procurement of IT, Music and Exhibition equipment for project Colourful Cooperation
p 1 /…
Publication reference: X-4-2/18-236
Columns 1-2 should be completed by the contracting authority

Columns 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the contracting authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words ‘compliant’ or ‘yes’ are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
LOT 2 - Music room equipment
	1.

Item number
	2.

Specifications required
	3.

Specifications offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation committee’s notes 

	1
	Trussing system
Quantity: 4 unit

Technical requirement:
- Double pitch roof system dimension min. 750cm x 600cm with height of central point min. 550cm 

- The square truss segment: min. 290x290mm 

- Wall thickness min. 2mm, 

- Material: Aluminium EN- AW 6082 T6 (AlMgSi1), 

- Braces included in delivery for each segments 4 pcs cones, 8 pcs steel pins and 8 pcs safety clips. 

- TUV approved or equivalent 

- The roof system dimension: min. length 300mm x width 300mm x height 5mm.

- Canopy set including PVC cover and relevant accessories 
	
	
	

	2
	Stage system
Quantity: 4 unit

Technical requirement:
- Stage dimension min. 42m2 
- Dimensions of one platform is min. 200cm x 100cm, frame made of aluminum.

- Top layer of the platform made of min. 12mm thick plywood, of waterproof and fireproof material, and with anti-slip surface.

- Designed for external use.

- Platform load of min. 750kg / m2. 

- Coupling segments for platform segments, leveling parts and other.

- Telescopic legs made of aluminum and adjustable height with min. range 60 to 100cm.

- The adjustable steps for height with min. range 60 to 100cm with handrails.

- Stage handrails with connection system to the platform min. 8m  
	 
	
	

	3
	Lighting console 
Quantity: 4 unit

Technical requirement:
- Universal DMX controller

- The control up to 12 intelligent lights with up to

32 channels each

- Min. 384 channels of DMX control and 30 banks of 8 scenes for a maximum of 240 scenes 
- Increase effects with fog and strobe control, reversible sliders, beat activation, tap-sync and auto run

- Sensitive joystick DMX 
- Connectors: min. 3-pin XLR 
- Rackmount: 4U
	 
	
	

	4
	LED ellipsoidal spot reflector
Quantity: 16 unit

Technical requirement:
- Light Source: 1 LED (warm white) min. 50 W, 50000 hours life expectancy 
- Color Temperature: 3500K, 
- CRI: 81 
- Zoom Angle: (manual) min. range 20° to 39°

- Strobe Rate: min. range 0 to 29 Hz

- PWM Frequency: min. 1.2 kHz

- DMX Channels: 1 or 3

- DMX Connectors: 3-pin XLR

- Power Linking: 26 units @ 230 V

- Includes holders for glass and steel gobos and a

gel frame

- D-Fi USB compatibility for wireless Master/Slave or DMX control

- Included hook and safety cable
	
	
	

	5
	LED fresnel reflector
Quantity: 16 unit

Technical requirement:
- Light Source: 1 LED (warm white) min. 50 W, 50000 hours life expectancy 
- Color Temperature: 3500K, 
- CRI:92 
- Zoom Angle: (manual): min. range 17° to 50°

- DMX Channels: 1 or 3

- DMX Connectors: 3-pin XLR

- Power Linking: 26 units @ 230 V

- Included barndoors

- Includes holders for a gel frame

- D-Fi USB compatibility for wireless Master/Slave

or DMX control

- Included hook and safety cable
	
	
	

	6
	LED RGB wash reflector
Quantity: 16 unit

Technical requirement:
- Light Source: min. 40 LEDs (13 red,13 green,14 blue) 130 W total, 50000 hours life expectancy 
- Strobe Rate: min. range 0 to 34 Hz PWM Frequency: 2 kHz 
- Beam Angle: min. 25°, 35° or 45°

- DMX Channels: 3 or 9

- DMX Connectors: 3&5-pin XLR

- Power Linking: 16 units @ 230 V

- Built-in gel frame holder 

- Fan-less design 
- D-Fi USB compatibility for wireless Master/Slave or DMX control

- Included hook and safety cable

	
	
	

	7
	DMX Cable
Quantity: 60 unit

Technical requirement:
- 2x min. 0.34mm2, 
- AES/EBU, 
- Length min. 10m with connectors: 3-pin XLR
	
	
	

	8
	Power cables
Quantity: 4 unit

Technical requirement:
- Set of power cables for connecting audio and lighting system
	
	
	

	9
	Active speaker
Quantity: 8 unit

Technical requirement:
- Powered active two-way full range box with Lf driver 15", 
- HF driver with minimum 1,75" Voice coil. 
- Frequencies response must be 45hz-20Khz or wider. 
- Protections from thermal damage also RMS limiter. 
- DSP with FIR filters, 
- Maximum SPL min. 130db/1m.
- Coverage min. 90x60 (HxV). 
- Weight of box max. 20Kg.
	
	
	

	10
	Active subwoofer
Quantity: 8 unit

Technical requirement:
- Min. 15" Bass Reflex Active Subwoofer 700Wrms/ 1400peak 
- Max. SOL not to be under 131 db. 
- Frequency response 40Hz -120hz or lower. 
- Max. cut frequency (low pass) not to be higher than 120hz. 
- Phase reverse switch and protections (termal, rms)

- Convection Cooling 
- Weight of box max. 40Kg.
	
	
	

	11
	Audio mixer
Quantity: 4 unit

Technical requirement:
- Audio mixer with min. 12 channels 
- Compressors on input channels min. 4. 
- Fx processor with 99 effects or more 
- Phantom power on mic inputs, min. 2 aux, 1 x control room and 1x main mix. 
- USB player and recorder card.
	
	
	

	12
	Wired microphone
Quantity: 16 unit

Technical requirement:
- Dynamic vocal microphone, 
- Hyper cardioid characteristic, 
- Min. range 50hz-16khz
- Sensitivity min. 1.6mV/ Pa@1khz
- Maximum SPL to be higher than139db. 
	
	
	

	13
	Microphone cable
Quantity: 32 unit

Technical requirement:
- 2x min. 0.22mm2

- Length min. 10m with connectors: 3-pin XLR
	
	
	

	14
	Stand for speaker
Quantity: 8 unit

Technical requirement:
- Min. 35kg weight
- Adjustable heights min. range 120cm to185cm
	
	
	

	15
	Stand for microphone
Quantity: 16 unit

Technical requirement:
- Adjustable heights min. range 900mm to1600mm
	
	
	


	All items
	Installation performed by contractor or authorised service provider. All the equipment must include all necessary parts and standards for its installation. 
	
	
	

	All items
	Testing of all basic functions of the instrument on a set of producers standard samples commonly used for the corresponding instrument.

Installed equipment must be tested as system, compatible with existing system. 
	
	
	

	All items 
	Technical documentation for equipment (Operating manuals/ Users Guide/ Equipment operating instructions/ Cleaning procedures/ Maintenance procedures/ Calibration procedures) upon delivery. 
	
	
	

	All items 
	Warranty 

Tenderers must provide local reliable warranty service agent providing maintenance and the rapid supply of equipment spare parts and consumables for the Warranty duration of one year.

Offer must include warranty service description including:
· Service organisation contact data including name, postal address, telephone number, fax number and e-mail address;

· Help Desk (phone) support, which must be available during working hours, 8AM – 6PM;

· Guaranteed maximum response time to submitted maintenance support request (fax or e-mail) of 1 (one) working day;

· Guaranteed that any requests for services will be attended to within 24 hours;

· Guarantee that all items can be repaired or alternatively replaced within a maximum of 72 hours;

· Guarantee that genuine spare parts and consumables will be available for a period of minimum 3 years from the date of final acceptance of the equipment.
	
	
	

	All items
	Commercial warranty
1 year (after the end of 1 year standard warranty) in accordance with the conditions laid down in Article 32 of the General Conditions and Article 33 of the Special Conditions.

Detailed description of the organisation of the proposed service and description of the Manufacturer’s commercial warranty shall be included in the offer.
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